
LINOSTRIPP
 

LOW ALKALINE WAX STRIPPER FOR
LINOLEUM

Does not alter colour of linoleum

Removes acrylic coatings quickly and safely

Odourless

Wax stripper specifically for linoleum with a high hydrosoluble solvent content for removing layers of metal
cross-linked acrylic wax.

HOW TO USE

Dilute the product in the single disc machine tank to the recommended concentration. Apply the solution
directly to the floor using the single disc machine and use the green abrasive disc. Carefully wet vacuum and
leave to dry. Remove any streaks or water marks with a damp mop.

DILUTION

20% - 50% (2 L - 5 L every 10 L of water).

TECHNICAL DATA

ASPECT: Clear liquid
COLOR: Yellow
PERFUME: Technical

PH Active substance [%] Density (g/ml) Pressure (bar) Viscosity (cP) Total dry residue [%]

10,5 ± 0,5 37 ± 2 1.016
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WARNINGS

Causes serious eye irritation. If medical advice is needed, have product container or label at hand. Keep out
of reach of children. Wash hands thoroughly after handling. Wear eye protection. IF IN EYES: Rinse cautiously
with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. If eye
irritation persists: Get medical advice/attention.

WARNING

NOTES

Detergent for hard surfaces (wax stripper).PRODUCT FOR PROFESSIONAL USE ONLY. SAFETY DATA SHEET
AVAILABLE FOR PROFESSIONAL USERS.

PACKAGING

Code Size Quantity Pallet

5212 kg 5 4 9x4=36
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